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Standard equipment:

• 3.700.0036  Industrial Gun

• 3.701.0015 Industrial Spray Lance 

• 4.618.0049 8M Steel Braided Hose

MISSISSIPPI

MISSISSIPPI
Code 8.625.0108
Standard Operating Pressure 1800 PSI
Maximum Water Volume 10 Litres/Minute, 600 Litres/Hour
Motor Specifications 240V (15 Amp), 3.0KW (4.0HP)
Pump Type/RPM 2800
Max. Water Outlet Temperature 100 °C
Box Dimension/Weight 84x60x100cm/70 Kg

Equipped with:

• Three Ceramic Coated Pistons, Brass Axial Pump Head
with Built-In By-Pass Valve

• Suction and Delivery Stainless Steel Valves
• Vertical Burner with High Thermal Efficiency Steel Coil
• Adjustable Temperature Thermostat
• Diesel Pump With By-Pass Valve
• Detergent Tank for Indirect Suction
• Pressure Regulator
• Glycerine Pressure Gauge

Optional:
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• 3.103.0010 Nozzle

• 6.602.0051 Industrial Foaming Lance

• 0.100.1003 14" Whirl-A-Way

Hot Water Electric Pressure Washer

• 0.999.0120 20M Dbl Steel Braided Hose

* More Options Available

(* Requires
0.999.1015
Coupling)

(* Requires
6.002.0322
Lance)




