
AC20 / AC38 / AC71 
Standard equipment: 

r 

Optional: 

Equipped with: 

* AC38 Model Shown

• Flexible and Detachable Air Vent Pipe(s)
• Cleanses & Dehumidifies Air
• Washable Filter
• Portable Unit with Wheels Locks
• Condensation Water Container with Fixed Drainage Nipple Option
• Refrigerant Refill /Top Up Portal

' 

Code 
Refrigerating Capacity Blast 
Blast Capacity 
Power Specifications 
Noise Level 
Dimension/Weight Cooling/
Exhaust Outlet Size 

AC20 1 Outlet 

8.700.0030 
2.OkW / 6800 BTU 
230m3/h
24OV, 1 Ph, 950W (3.2Amps)
55dB 
56x33x7225.5Kg 
120mm/side exhaust 

AC38 2 Outlet 

8.700.0031 
3.SkW I 15300 BTU 
6OOm3/h
24OV, 1 Ph, 2000W (7.5Amps)
6OdB 
50x57x95cm/60 Kg 
120mm/270mm port

Lavorwash Australia Pty Ltd. Website: www.lavorwash.com.au Email: sales@lavorwash.com.au Phone: 13 ODO LAVOR (52867) 

AC71 3 Outlet 

8.700.0032 
7.lkW I 22000 BTU
12OOm3/h
24OV, 1 Ph, 3000W (13.5 Amps)
65dB 
70x74x215cm/105 Kg 
120mm/400mm port 
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